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     A-2 Upgrading Firmware Through McRAID Storage Manager
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to “Upgrade Firmware” link. The “Upgrade The Raid System 
Firmware or Boot Rom” screen appears.

2. Click "Browse". Look in the location to which the Firmware 
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click “Open”.
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“Firmware Has Been Updated Successfully”.
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to take effect.

The web browser-based McRAID storage manager can be accessed 
through the in-band Thunderbolt port or out-of-band LAN port. 
The in-band method uses the ArcHTTP proxy server to launch the 
McRAID storage manager. The out-of-band method allows local or 
remote to access the McRAID storage manager from any standard 
internet browser via a LAN or WAN with no software or patches 
required.
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Controller with onboard LAN port, you can directly plug an Ethernet 
cable to the controller LAN port. After network connected, you can 
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From a remote pc, you can directly open a web browser and enter 
the IP address. Then enter user name and password to login and 
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from the "Upgrade Firmware" option on the "System Controls".

A-3 Upgrading Firmware Through CLI
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manage the RAID storage components in Mac and Windows en-
vironment. The CLI is useful in environments where a graphical 
user interface (GUI) is not available. Through the CLI, you perform 
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FIRM and MBR0) through the CLI utility.
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Fn: Firmware Updating.
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